
DISCHARGE TEMPERATURE CHARACTERISTICS

The data in this document are for descriptive purposes only and are not intended to make or imply any guarantee or warranty.

PULSE DISCHARGE PERFORMANCE

Model number CR-2/3AZ 

Nominal voltage (V) 3  

Nominal capacity (mAh) 1,600 

Diameter (mm) 17.0

Total height (mm) 33.5  

Discharging temperature range (°C) -40 to +70  

Weight (g) 17.0

Model number CR-AG 

Nominal voltage (V) 3  

Nominal capacity (mAh) 2,400 

Diameter (mm) 17.0

Total height (mm) 45.5  

Discharging temperature range (°C) -40 to +70  

Weight (g) 24.0

PULSE DISCHARGE PERFORMANCE

Depth of discharge (mAh)

O
pe

ra
tio

n 
vo

lt
ag

e 
(V

) 

3.5

3.0

2.5

2.0

1.5

1.0

Base load: 300kΩ60°C20°C

-10°C

-30°C

0              400           800           1,200         1,600        2,000          2,400
Depth of discharge (mAh)

O
pe

ra
tio

n 
vo

lt
ag

e 
(V

)

1.0

1.5

2.0

2.5

3.0

3.5 Base load: 300kΩ
Pulse condition: 300mA-1s

-30°C

20°C

-10°C

60°C

0             200            400            600            800           1,000         1,200         1,400        1,600

Ø17.0 +0
−1.0

45
.5

Ø17.0 +0
−1.0

33
.5

+0 −1
.5

CR-2/3AZ CR-AG

38

2

DIMENSIONS (MM)

MANGANESE DIOXIDE LITHIUM BATTERIES (CR SERIES FOR PROFESSIONALS)


