B VRLA Rechargeable Battery

Y. BPS80-12

FEATURES

Maintenance free(no water topping-up required)

No free acid(Non-spillable battery)

Can be used in any orientation(excluding used inverted)
Flame-arrestor is installed to ensure safety

Carry handles for easy installation

Absorbent Glass Mat technology for efficient gas recombination

Designed life time 12 years in 20°C

APPLICATION
UPS Golf-Carts

SPECIFICATIONS

Telecom

Nominal Voltage

Nominal Capacity

Terminals

Max. Discharge Current

Approx. Weight |
Max. Charge Current |

Operating Temperature
Range

Self Discharge |

Internal Resistance |

12v

20 Hour Rate (4.00A, 10.5V)
10 Hour Rate (7.60A, 10.5V)
5 Hour Rate (13.60A, 10.5V)

1 Hour Rate (48.00A,9.3V)

26.0Kg

80.0 Ah
76.0 Ah
68.0 Ah
48.0 Ah

12 (M6 Female Thread)

800 A (5 sec.)

24 A

0°C~40°C
-20°C~50°C
-20°C~40°C

Charge

Discharge
Storage

< 3% per month (25°C)

< 5m Q) (Fully Charged )

Measures Technology Values Innovation

CONTAINER MATERIAL

Standard: ABS( UL 94-HB)

Model Name: BPS80-12

Optional: Flame Retardant ABS (UL 94-V0)
Model Name: BPS80-12FR

Certificate as below:

by
MH19884

Compliance of the standards as below:

® |EC 61056-1 @ JIS C 8702-1
® GB/T 19639.1
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213.0+2(8.3940.08)
215.0+2 (8.46+0.08)

Width (W)
168+2.0

Container Height (H)

Total Height (TH)

215+2.0 215+2.0

TERMINAL TYPE

® Terminal I2

14.0(0.55
M6x1.0

H@»

2.0(0.08)

[M6 BOLT]

Terminal Hardware Initial Torque: 12(5.5Nm+5%)



BPS80-12 (BPS80-12FR) discharge characteristics (25°C)

Battery Charging Characteristics

(Typical example of the charge characteristics for the standby use)
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Battery temperature
Disch

Fv—Time| 10 Min 15 Min 30 Min 1 Hr 3Hr 5 Hr 10 Hr 20 Hr
10.8V 1962 1443 1011 551.3 232.1 160.9 89.63 46.85
10.5V 2126 1532 1049 568.5 237.0 163.3 90.99 47.94
10.2V 2202 1603 1072 578.3 239.4 163.9 91.48 48.07
9.9v 2255 1658 1075 579.4 239.6 164.3 91.61 48.20
9.6V 2300 1692 1085 585.4 239.8 164.3 91.61 48.20

Discharge . . .

FV. Time| 10 Min 15 Min 30 Min 1 Hr 3 Hr 5Hr 10 Hr 20 Hr
10.8V 175 130 89.5 46.3 19.3 13.4 7.50 3.90
10.5V 190 139 92.8 47.8 19.7 13.6 7.60 4.00
10.2v 197 146 94.9 48.6 20.0 13.7 7.62 4.01
9.9V 205 151 95.1 48.7 20.0 13.7 7.63 4.02
9.6V 213 154 96.1 49.2 20.0 13.7 7.63 4.02

All data and artworks shall be changed without prior notice, BB reserves the right to explain and update the information contained hereinto.

For operation, please refer to the instruction from technical manual.
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http://wamtechnik.pl

Your local distributor Wamtechnik Sp. z o.0.
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Web Site: http://www.bb-battery.com
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